8045L Double Drum Vibratory Roller 

Features 
1. Uses ZN385Q/ZN390Q engine manufactured by Changchai Co., Ltd. to deliver smooth start-up performance. 
2. The rear-drum drive available gearbox for motion transmission. Front drum roller delivers extra compaction from vibration. 
3. Hinged bodywork, power steering, fork-shaped axle holder with more than 600mm curb and side clearance
4. Gearbox has Japanese technology built in it for easy gear shift. 
5. Offers 3 gears to achieve excellent compaction result and make it easier to transfer between compaction sites. 
6. Platform trailer is optional. 
7. Built with 2 patented technologies. 

Specifications of 8045L Double Drum Vibratory Roller:
	Model 
	8045L 

	Length×Width×Height(mm) 
	3180×1420×2650 

	Operating weight(Kg) 
	4000 

	Nominal Vibration Amplitude high/low(mm) 
	0.5 

	Frequency(HZ) 
	50 

	Centrifugal-Force high/low(KN) 
	39 

	Gradient capacity (%) 
	20 

	Wheel base(mm) 
	2200 

	Diesel engine type 
	Changchai ZN390Q 

	Rated output(KW) 
	22 


Changlin construction machinery/construction equipment: wheel loaders, road rollers, motor graders, backhoe loaders, pavers, Truck Mounted Crane , concrete truck mixers.
